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U10004 Thin Cell

Technical Datasheet

The Ultralife Batteries Advantage

Through our engineering and collaborative
approach to problem solving, we serve
government, defense and commercial
customers across the globe.
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Thin Cell®

3-Volt Lithium Cell

Ultralife Corporation
Newark, NY 14513

FEATURES

Long shelf life

High energy density

Wide operating temperature range
Lightweight

Compatible with laminating technologies

APPLICATIONS

Smart Security Cards

One-time use devices

Asset Tracking Tags

Bank Theft Tracking Systems
Electronic Record Tracking Systems
Medical Devices

SPECIFICATIONS

Part No u10004
Voltage Range 15t03.3V
Average Voltage 3.0V

Nominal Capacity

15Ah@10mAto15V@23C

Max. Discharge

125 mA continuous

Pulse Capability

Up to 1.5 A for 500ms

Varies according to pulse characteristics,
temperature, cell history and the
application. Consult Ultralife.

Weight 15.0 grams
Operating Temp 0Cto55C
Storage Temp 0Cto60C
\ Exterior/Housing Laminated Aluminum Foil
Terminals/Connector (+): Al 1145
(-): Ni 201
See Note 2.

Safety

Material Safety Datasheet MSDS146

7 Transportation

Excepted from Regulations see note 1

Note 1

For a complete description of
transportation regulations and definitions
of the transportation classifications
Excepted and Class 9, refer to the
Ultralife web site at
www.ultralifebatteries.com.

Note 2

Do not sofl_der directly to the tabs of the
Thin Cell." Contact Ultralife for
assistance.
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